
 
 
 

NOTICE OF PUBLIC HEARING 
 

CITY OF ALBANY 
LANDMARKS ADVISORY COMMISSION 

 
COUNCIL CHAMBERS 

Albany City Hall, 333 Broadalbin Street SW 
 

Wednesday, October 5, 2016 
6:00 p.m. 

 
AGENDA 

 
 
 

1. CALL TO ORDER 
 

2. PLEDGE OF ALLEGIANCE 
 

3. ROLL CALL 
 

4. PUBLIC COMMENT 
 

5. PUBLIC HEARING 
a. HI-07-16 and HI-08-16; Historic Review of Exterior Alterations and Substitute Materials for multiple 

modifications to the exterior of the historic house at 640 Third Avenue SW, located in the Monteith 
National Register Historic District. 

 
6. OTHER BUSINESS 

a. Annual CLG Workshop scheduled in Salem for November  2  
b. UO Sustainable Cities Initiative Project update 

 
7. APPROVAL OF MINUTES 

a. August 3, 2016 
 

8. NEXT MEETING DATE  
a. TBD 

 
9. ADJOURNMENT 

 
 
 
 
 
 
 
 
 
 
 
 
 

 

The location of the hearing is accessible to the disabled. If you need special accommodations to attend or 
participate, please notify the Human Resources Department in advance by calling 541-917-7500. 

www.cityofalbany.net 

Rules of Conduct for Public Hearing 
 

1. No person shall be disorderly, abusive, or disruptive 
of the orderly conduct of the hearing. 

2. Persons shall not testify without first receiving 
recognition from the presiding officer and stating 
their full name and residence address. 

3. No person shall present irrelevant, immaterial, or 
repetitious testimony or evidence. 

4. There shall be no audience demonstrations such as 
applause, cheering, display of signs, or other 
conduct disruptive of the hearing. 

http://www.cityofalbany.net/


 

COMMUNITY DEVELOPMENT DEPARTMENT 
333 Broadalbin Street SW, P.O. Box 490; Albany, OR 97321 Phone: 541-917-7550Fax: 541-917-7598 

www.cityofalbany.net 

STAFF REPORT 
Historic Review Exterior Alterations (HI-08-16) and 

Use of Substitute Materials (HI-07-16) 

HEARING BODY LANDMARKS ADVISORY COMMISSION  

HEARING DATE Wednesday, October 5, 2016  
HEARING TIME 6:00 p.m.  
HEARING LOCATION Albany City Hall, Municipal Court Chambers, 333 Broadalbin Street SW 
 
EXECUTIVE SUMMARY 

This staff report concerns a Historic Review of Exterior Alterations and Use of Substitute Materials application 
for remodeling the c.1890 house located at 640 Third Avenue SW.  Alterations are proposed on all sides of the 
house and include installation of vinyl windows, new doors, and multiple modifications to window, door 
openings, and the front porch and stairs.  The goal of the remodel is to remove incompatible alterations and 
restore original window sizes and style to the front and west sides and to install front stairs and balusters that are 
appropriate to the house style.  Analysis in this report finds that the proposed alterations satisfy applicable 
review criteria as presented for both the exterior alterations and use of substitute materials. 
 
GENERAL INFORMATION   
DATE OF REPORT: September 28, 2016  

FILE: HI-07-16 and HI-08-16  

TYPE OF APPLICATIONS: Historic Review of Exterior Alterations and Substitute Materials to 
remodel a historic home, with the installation of vinyl windows, new 
doors, and multiple modifications to window and door openings and the 
front porch and stairs. 

REVIEW BODY: Landmarks Advisory Commission  

OWNER/APPLICANT: c/o Pam & Kevin Ostby; 3630 Riverview Terrace, Needles, CA  92363 

ADDRESS/LOCATION: 640 Third Avenue SW, Albany, OR 97321 

MAP/TAX LOT: Linn County Assessor’s Map No. 11S-04W-12AA; Tax Lot 800 

ZONING: Hackleman Monteith (HM) Zoning District with the Historic/HD Overlay 
Zone 

PROPERTY RATING: Historic-Contributing (Monteith National Register Historic District) 

NOTICE INFORMATION 
 
On September 15, 2016, a Notice of Public Hearing was mailed to property owners within 300 feet of the subject 
property.  The hearing notice was also posted on the subject site by September 28, 2016. No public comments 
have been received to date.  
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STAFF ANALYSIS 
 
HI-08-16: EXTERIOR ALTERATIONS (Excluding Vinyl Window and Metal Door Request) 
 
Section 7.150 of the Albany Development Code (ADC), Article 7, establishes the following review criteria (in 
bold italics) for Historic Review of Exterior Alterations applications.  
 
ADC 7.150 Exterior Alterations Criteria 
 
(1) The proposed alteration will cause the structure to more closely approximate the historical character, 

appearance or material composition of the original structure than the existing structure, OR 
 
(2) The proposed alteration is compatible with the historic characteristics of the area and with the existing 

structure in massing, size, scale, materials, and architectural features. 
 
Only one of the review criteria must be met for the application to be approved.  ADC 7.150 further provides that 
the review body will use the Secretary of the Interior’s Standards for Rehabilitation as guidelines in determining 
whether the proposed alteration meets the review criteria.  
 
The analysis below presents findings related to the applicable review criteria from ADC 7.150.  These findings 
are followed by the evaluation of the Secretary of Interior Standards (identified in italics).  Staff conclusions and 
recommended conditions of approval, based on the findings and evaluation of Secretary of Interior’s Standards, 
are presented after the evaluation of the Secretary of Interior’s Standards.  
 
FINDINGS OF FACT 
 
1. Architecture/Historical Character.  The c.1890 house is an Italianate Cottage and is a historic-contributing 

property in the Monteith National Register Historic District.  Decorative features include turned porch 
columns and jigsaw cut brackets. 

 

 
 

                              

Photo 1 

Photo 2 

Photo 3 
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2. Prior Alterations.  The 1990 Historic Resource Survey Form (Attachment D) indicates exterior alterations 
prior to the survey, including enclosing the west side of the front porch c.1940 and adding a basement 
apartment.  Records prior to 1969 indicate the house was converted to four units; however, the house is 
currently a triplex. 

3. Since the 1990 survey, exterior alterations have been made to the house without land use approval, including 
“log style” siding under the front porch, vinyl windows of varying sizes and styles throughout the house, new 
doors, new front porch and stair balusters and rail, and modifications to the east side porch to enlarge and 
partially enclose it.  

 
FRONT/NORTH SIDE        NW CORNER @ 3rd and Vine 

 

 
                    PHOTOS OF THE WEST SIDE  

4. Proposed Exterior Alterations – Generally.  Exterior alterations are proposed to all sides of the triplex.  The 
proposed exterior alterations are intended to restore some of the house’s historic character by removing non-
historic windows and window openings and installing new windows that closely approximate the size and 
style of the original windows according to photographs and details on 630 Third Avenue SW, which is a twin 
to the subject house.  As proposed, non-historic features will be removed, and original siding and porch 
features will be retained c.1940 following the front porch enclosure and basement modifications.  The 
applicants are remodeling the interior of the house to retain one unit on the top floor and two units in the 
basement. 

 
a. Window Specifications.  (See pages 8-9 of the Application in Attachment B, and Attachment C).  The 

applicant proposes to replace all of the existing windows on the house; all but two are non-historic.  

• Top floor - All new windows will be 36-inches wide by 60-inches tall to match the size of the one 
remaining original window opening on this floor (window number 7 above), which appears to 
approximate the size of the historic windows on the front façade from the 1990 inventory photos and 
on the adjacent house at 630 Third Avenue SW, which is a twin.  All windows will be trimmed with 
one-inch by five-inch wood and will include wood sills.  Molding caps will be installed on all top 
floor windows (window number 7 in above photo).  The upper floor windows will meet building code 
egress requirements. 

• Basement-floor windows will be sized to approximate the size of one of the remaining original 
basement-floor windows (window number 10 in above photo).  Basement windows will be trimmed 
with one-inch by five-inch wood and will include wood sills. 

#7. 36” x 60” 
window opening 

#10. 36” x 42” 
window opening 
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b. Siding.  Wood siding that is milled to match the dimensions and profile of the existing original siding is 
proposed where siding is needed to patch window openings and replace missing siding.  (See page 11 of 
Attachment B.) 

 
Proposed Exterior Alterations – North Facade (Front/Third Avenue): See application page 14. 
 

a. Front Doors.  The applicant proposes to replace the existing solid, non-original front doors on both the top 
and lower floors with a “half-lite”, two-panel, painted steal exterior door that approximates historic door 
styles.  Both doors will be trimmed with one-inch by five-inch trim (See Attachment B, pages 7, 14 and 
15). 

b. Front Porch and Stairs.  Replace incompatible wide porch rail with 1.5-inch wide “balusters” spaced four-
inches apart to meet building code requirements and a two-inch by four-inch top and bottom rail.  The 
same design and dimensions are proposed for the stair rail that would be finished with four-inch by four-
inch posts at the bottom of the stairs.  Solid riser boards will be added between all existing stair treads and 
a graspable handrail is required on one side of the stairs.  (See Attachment B, page 12).  The proposed 
front porch railing modifications will resemble that in the 1990 inventory photo on page two of this 
report. 

c. Windows.  Remove the large “slider” style vinyl window to the left of the front door and the “multi-lite” 
vinyl window in the right porch enclosure.  Install a 36” by 60” one-over-one style vinyl window in each 
location to approximate the historic windows in Photo 1 on page 2.  (See Attachment B, pages 8, 14, and 
15).  

d. Siding.  The “Lincoln log” siding will be removed from the lower floor under the original porch.  Any 
remaining wood siding will be restored and retained under the porch.  New wood siding that matches the 
profile of the original siding will be installed where missing.  (See Attachment B, page 11, and Photo 1 on 
page 2 of this report.) 

 
5. Proposed Exterior Alterations – West Side (Vine Street): See Attachment B, pages 16-20. 

a. Windows.  In the front section on this side of the house, remove window number 6 in the top floor, keep 
window number 7, and replace window number 5 with a vinyl one-over-one window the same size as 
window number 7 (36-inch by 60-inch opening) to meet bedroom egress requirements.  (See Attachment 
B, pages 16-17).  At the basement floor, remove the two remaining historic wood windows (numbered 8 
and 10) to accommodate the interior layout of the basement floor unit.  A new basement floor window is 
proposed under the front porch that is a one-over-one window 36-inches wide by 42-inches tall, to 
approximate the style and size of historic window number 10.  (See page 18 of Attachment B). 

b. In the back section of the west side, remove all windows (numbered 13, 14 and 15) which are not historic.  
Install one new vinyl one-over-one window on the top floor the same size as window number 7 (36-inch 
by 60-inch opening) and one one-over-one window that is 36-inches wide by 42-inches tall in the 
basement floor below the top floor window and the same size as proposed window number 12. 

c. Door.  Replace the existing solid, non-original door at the basement floor in the front half of the west side 
with a six-panel door as described on page 7 of Attachment B.  (See also pages 16 and 17 of Attachment 
B). 

d. Siding.  Install matching wood siding in locations where windows are proposed for removal.   

 
6. Proposed Exterior Alterations – South Side (back): See Attachment B, pages 21 and 22. 

a. Remove four non-original windows (numbered 16, 17, 18, and 19) and install one new vinyl window on 
the top floor that will match the size of the other top-floor windows and will be located above the existing 
door opening (window opening size of 36-inches by 60-inches). 

b. Replace the existing solid non-original door (number 20) with a painted six-panel steal door, and install a 
new matching door on the right side (number 19) to provide access to the second basement-floor unit.  

c. Matching wood siding will be installed to patch where windows were removed.   
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7. Proposed Exterior Alterations – East Side.  

a. Alterations visible from the street.  

• Side Porch: See Attachment B, page13.  Sometime after 1990, the side porch was enlarged toward the 
front encompassing window (number 23) on the top floor, and siding was installed on the front-facing 
side.  The applicants propose to retain the modified porch size, repair or replace existing wood siding 
as needed, and install matching siding at the basement floor where it is unfinished.  Corner boards 
will be added to finish the edge.  

• Windows: See Attachment B pages 25-28.  Replace the incompatible 72-inch by 60-inch vinyl slider 
window (number 24) with a one-over-one 36-inch by 60-inch window that approximates the size of 
the original front-facing windows and will match the other windows proposed on the top floor.  
Replace the non-original basement-floor window with a one-over-one 36-inch by 42-inch window 
that will match the size of the other windows proposed for the basement floor and will approximate 
the style and size of historic window number 10.  

b. Alterations not visible from the street.  

• Porch stairs. The stairs to the back yard (not visible from the street) will be replaced as described on 
page 13 of Attachment B, with the porch and stair handrail design to match that proposed on the front 
porch and stairs. 

• Window: See Attachment B, pages 23-24. Remove the vinyl slider window (number 21) on the top 
floor.  Install a new one-over-one 36-inch by 42-inch vinyl window at the basement floor that will 
match the size of the other windows proposed for the basement floor. 

 
EVALUATION OF THE SECRETARY OF INTERIOR’S STANDARDS FOR REHABILITATION 
 
ADC 7.160 The Secretary of the Interior’s Standards for Rehabilitation. The following standards (in italics) 
are to be applied to rehabilitation projects in a reasonable manner, taking into consideration economic and 
technical feasibility. 
 
ADC 7.160(1): A property shall be used for its historic purpose or be placed in a new use that requires minimal 
change to the defining characteristics of the building and its site and environment. 

 
8. The basement floor of the house was converted to an apartment c.1940; records indicate that it has been a 

triplex for several decades. The proposal is to remodel the three residential units.  The remodel will result in 
removal of several incompatible non-historic features.  

 
9. The continued multi-family use of the structure, however, will require improvements to meet current building 

codes for safe egress requiring larger windows in some locations. 
 

10. The applicant proposes to retain or restore the historic window opening sizes where possible, including the 
two windows on the front façade and two top-floor windows (numbers 7 and 13) on the west side.  Two 
smaller original window openings on the sides (windows 5 and 24) are proposed to be enlarged to match the 
size of the other top-floor windows.  

11. Two windows on the top floor are proposed to be removed (windows 6 and 14) to accommodate the interior 
layout. 

  

Staff Report/HI-07-16 and HI-08-16, Page 5 



ADC 7.160(2):  The historic character of a property shall be retained and preserved. The removal of historic 
material or alteration of features and spaces that characterize a property shall be avoided. 

ADC 7.160(5): Distinctive features, finishes, and construction techniques or examples of craftsmanship that 
characterize a historic property shall be preserved. 

12. Decorative and distinctive features of this house are the front porch columns and brackets.  Due to numerous 
previous alterations, the original siding and trim around a few windows is about all of the historic material 
that remains on this house.  These original elements will be retained; where siding is missing, new siding will 
match the original in material and dimensions.  

13. The proposed alterations will remove non-historic and incompatible windows that were installed since 1990 
and restore missing siding.  

 
ADC 7.160(3): Each property shall be recognized as a physical record of its time, place, and use. Changes that 
create a false sense of historical development, such as adding conjectural features or architectural elements from 
other buildings, shall not be undertaken. 
 
14. The new windows are proposed to be vinyl, which will not create a false sense of historical development. 

15. No architectural features from other houses or styles are proposed. 
 
ADC 7.160(4): Most properties change over time; those changes that have acquired historic significance in their 
own right shall be retained and preserved. 

 
16. The c.1940 enclosed portion of the front porch is proposed to be retained and preserved.  Some of the exterior 

modifications to accommodate the c.1940 apartment will be retained (the basement level doors), but the 
windows added c.1940 are not proposed to be retained or preserved.  The basement-level changes over time 
did not add historical significance to the structure.   

 
ADC 7.160(6): Deteriorated historic features shall be repaired rather than replaced. Where the severity of 
deterioration requires replacement of a distinctive feature, the new feature shall match the old in design, color, 
texture, and other visual qualities and, where possible, materials. Replacement of missing features shall be 
substantiated by documentary, physical, or pictorial evidence. 

 
17. Only two wood windows remain on the house, and they are located on the west side at the basement floor. 

These windows are proposed to be removed because their locations do not work for the proposed interior 
layout, and they are too small and deteriorated to be relocated on the house.  While the windows are over 50 
years old, they were likely added to the house when the basement was converted into apartments c.1940.  
They are not distinctive features of the house. 

ADC 7.160(7): Chemical or physical treatments, such as sandblasting, that cause damage to historic material 
shall not be used. The surface cleaning of structures, if appropriate, shall be undertaken using the gentlest means 
possible. 

 
18. The project will not require any chemical or physical treatments such as sandblasting that would cause 

damage to remaining historic material. 
 

ADC 7.160(8): Significant archeological resources affected by a project shall be protected and preserved.  If such 
resources must be disturbed, mitigation measures shall be undertaken. 

 
19. The above guideline is not applicable in this instance; per the 1990 survey there are no known archeological 

resources on the site. 
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ADC 7.160(9): New additions, exterior alterations, or related new construction shall not destroy historic 
materials that characterize the property. The new work shall be differentiated from the old and shall be 
compatible with the massing, size, scale, and architectural features to protect the historic integrity of the property 
and its environment. 

ADC 7.160(10): New additions and adjacent or related new construction shall be undertaken in such a manner 
that if removed in the future, the essential form and integrity of the historic property and its environment would be 
unimpaired. 

20. Proposed exterior alterations will not destroy any historic materials that characterize the Italianate Cottage 
style house.  

21. All of the original windows have been replaced with vinyl windows, many in incompatible styles.  All of the 
doors have been replaced, and most door and window trim has been replaced.  The proposed exterior 
alterations will remove non-compatible features.  The proposed alterations will approximate the style, and 
where feasible, the scale, size, and finish details of the original features, such as the windows, doors, and front 
stair railings.  

22. In accordance with ADC 7.160(9) and (10), new features will be compatible with and differentiated from the 
historic features.  

 
CONCLUSIONS HI-08-16 
 
1. The proposed exterior alterations to the front (north) elevation will remove incompatible windows and porch 

balusters, and new windows and balusters will approximate the design and size of the originals.  The 
replacement front doors are compatible to the historical character of the house and the district.  Collectively, 
these alterations will cause the structure to more closely approximate the historical character of the house 
consistent with criterion ADC 7.150(1). 

2. The proposed west side alterations will be generally compatible with the historic characteristics of the area 
and the windows on the house in size, scale, and architectural details, and are generally consistent with 
criterion ADC 7.150(2). 

3. The alterations to the back (south) side will remove incompatible windows and install a new window that is 
compatible in size, scale and style to original windows on the house and will cause the building to more 
closely resemble the historic character and appearance of the original structure, consistent with criterion ADC 
7.150(1). 

4. Alterations proposed to the east side of the house will remove incompatible windows and install two new 
windows that are compatible in size, scale and style to historic windows on the house and will cause the 
building to more closely resemble the historic character and appearance of the original house, consistent with 
criterion ADC 7.150(1).  The side porch alterations are generally compatible with the historic characteristics 
of the house and are generally consistent with criterion ADC 7.150(2). 

5. The proposal satisfies the Secretary of Interior’s Standards in ADC 7.160(2), (3), (4), (5), (6), (7), and (8), 
given that the historic character of the property and its distinctive features will be retained and preserved to 
the extent possible, and the features that must be replaced will match those on the building from the same 
period.  
 

6. Proposed exterior alterations as presented in the application satisfy the review criteria and applicable 
Secretary of Interior’s Standards.  

  

Staff Report/HI-07-16 and HI-08-16, Page 7 



HI-07-16 – SUBSTITUTE MATERIALS REQUEST – VINYL WINDOWS 
 
Sections 7.200 and 7.210 of the Albany Development Code (ADC) Article 7, establishes the following review 
criteria (in bold italics) for Historic Review of the Use of Substitute Materials . 
 
ADC 7.200 Eligibility for the Use of Substitute Materials. The City of Albany interprets the Secretary of 
Interior’s Standards for Rehabilitation on compatibility to allow substitute siding and windows only under the 
following conditions: 
 

• The building or structure is rated historic non-contributing OR,  
• In the case of historic contributing buildings or structures, the existing siding, windows or trim is so 

deteriorated or damaged that it cannot be repaired and finding materials that would match the 
original siding, windows or trim is cost prohibitive.  

 
Any application for the use of substitute siding, windows and/or trim will be decided on a case-by-case basis. 
The prior existence of substitute siding and/or trim on the historic buildings on the Local Historic Inventory 
will not be considered a factor in determining any application for further use of said materials.  
 
ADC 7.210Design and Application Criteria for Substitute Materials. For buildings or structures rated historic 
contributing or historic non-contributing, the application for the use of substitute materials on siding, windows 
or trim must follow these guidelines: 
 
ADC 7.210(1): The proposed substitute materials must approximate in placement, profile, size, proportion, and 
general appearance the existing siding, windows or trim. 

 
ADC 7.210(2): Substitute siding, windows and trim must be installed in a manner that maximizes the ability of a 
future property owner to remove the substitute materials and restore the structure to its original condition using 
traditional materials. 

 
ADC 7.210(3): The proposed material must be finished in a color appropriate to the age and style of the house, 
and the character of both the streetscape and the overall district. The proposed siding or trim must not be grained 
to resemble wood. 

 
ADC 7.210(4): The proposed siding, windows or trim must not damage, destroy, or otherwise affect decorative or 
character-defining features of the building. Unusual examples of historic siding, windows and/or trim may not be 
covered or replaced with substitute materials. 

 
ADC 7.210(5): The covering of existing historic wood window or door trim with substitute trim will not be 
allowed if the historic trim can be reasonably repaired. Repairs may be made with fiberglass or epoxy materials 
to bring the surface to the original profile, which can then be finished, like the original material. 

 
ADC 7.210(6): Substitute siding or trim may not be applied over historic brick, stone, stucco, or other masonry 
surfaces; 

 
FINDINGS OF FACT SUBSTITUTE MATERIALS (HI-07-16) 
 
Windows – See Attachment D and pages 8-9 of Attachment B: 
1. The house is rated historic contributing in the Monteith National Register Historic District.  All of the original 

c.1890 wood windows and frames were removed from the house without approval by previous owners and 
replaced with vinyl windows and frames; many are incompatible styles.  Most of the original window trim is 
also missing.  

2. Two wood windows remain at the basement level on the west side of the house (numbers 8 and 10); it is 
believed that these windows were added c.1940.  The application states that window number 10 is cracked 
and deteriorated beyond repair.  A site inspection confirmed the condition of window number 10 and also 
found that window number 8 is a fixed window with a rotten bottom sash. In addition to their deteriorated 
condition, the windows are not large enough to meet egress standards.  (See Attachment B, pages 9 and 10). 
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3. Two bids were submitted with the application (Attachment C) to replace most of the existing vinyl windows.  
The bid for all new wood windows is $6,490.68, and the bid for the vinyl windows (adjusted to current 
window count for wood windows) is $1,891.68.  The cost to replace all windows with wood is 3.4 times the 
cost of the vinyl windows.  

4. Due to the cost, the applicant proposes vinyl windows that approximate the one-over-one style and location of 
historic wood windows and size of the larger original windows.  On the front façade both new windows will 
approximate the style and size of original windows (numbered 1 and 2, see pages 14 and 15 of Attachment 
B).  On the west side (see pages 16-19 of Attachment B), new windows will match the style and size of 
windows 7 and 13; the small fixed window (number 5) toward the northwest corner will be replaced with one 
that will match the size of window 7 to meet egress standards.  The small fixed window on the east side is 
proposed to be replaced with a window to match the size of the other top-floor windows. 

5. Wood trim will match the size of the original trim.  Wood sills will be fabricated, and wood molding cap that 
replicates the original molding will be installed over the top floor windows.  Remaining wood trim and 
moldings will be reused. 

6. The new windows and trim will be installed in a manner that maximizes the ability of a future property owner 
to remove the substitute material.  The new materials will not damage or affect decorative or character 
defining features of the house or be applied over historic brick or other masonry surfaces. 

7. The windows will be white.  The trim will be wood. 

8. The historic windows are either one-over-one or fixed windows and are not unusual examples of historic 
window styles. 

CONCLUSIONS HI-07-16 
 
1. All but two historic wood windows have been replaced throughout the house and the remaining two are in 

deteriorated condition.  The cost to install wood windows is cost prohibitive.  The application satisfies the 
eligibility criteria for the use of substitute materials in ADC 7.200. 

 
2. The proposed new windows will approximate the one-over-one style and size of historic windows on the 

house, most of which have been removed and replaced with incompatible non-historic windows. 
 

3. The new windows will not cover or damage character defining features or materials and will be installed in a 
manner that can be removed by future owners.  

 
4. The proposal satisfies the applicable design and application criteria for substitute materials in ADC 7.210. 
 
STAFF RECOMMENDATION 
 
The Landmarks Advisory Commission (LAC) has three options with respect to the subject applications: 
 

Option 1  Approve; 
 
Option 2  Approve with Conditions; or 
 
Option 3  Deny 

 
Based on the analysis in this report, staff recommends the LAC pursue Option 2 and grant APPROVAL of the 
applications with the condition of approval provided below.   
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MOTION 
 
Should the LAC accept staff’s recommendation, the following motion is suggested. 
 
I MOVE that the Landmarks Advisory Commission APPROVE WITH CONDITIONS the Historic Review of 
Exterior Alterations application and Use of Substitute Materials application to make exterior alterations to remove 
incompatible features and install new and replacement siding, windows, trim, doors, and porch elements on the 
house at 640 Third Avenue SW, as described in the application and staff report for planning file HI-07-16 and  
HI-08-16.  This motion is based on the findings and conclusions, in the September 28, 2016 staff report to the 
Commission, and the findings made by the Commission during deliberations on this matter.  
 
CONDITION OF APPROVAL 

1. All proposed alterations shall comply with the applicant’s proposal, as shown in the application and described 
in the Staff Analysis, including duplicating the original material, profile, and dimensions of the original wood 
siding, trim, and moldings, and installing new stair balusters and railing, windows, and doors that match the 
specifications as described in the application materials and staff report and in the 1990 Historic Inventory 
Survey photographs and original features elsewhere on the house.  

ADDITIONAL INFORMATION 
 
Historic Review of Exterior Alterations or Use of Substitute Materials approval does not eliminate the need for 
compliance with other federal, state, or local regulations.  Work associated with any Historic Review approvals 
shall comply with the Building Code, as adopted and amended by the State of Oregon; it is the applicant's 
responsibility to obtain required sign and building permits and contact other federal, state, or local agencies or 
departments to ensure compliance with all applicable regulations. 
 
ATTACHMENTS 
 
A. Location Map  
B. Applicant’s Submittal 
C. Window Bids 
D. 1990 Historic Resource Inventory Survey Form 
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APPLICATIONS: Historic Review of 
Exterior Alteration Historic Review of 
Substitute Materials 640 3rd Street SW, 

Albany, OR 97321 
 

Date of Construction: c.1890 
 
Possible conversion to multiple units prior to 1969: 1969 Phone book lists units “1, 2, 3 and 4” 
 
Owner History and some miscellaneous information: (as far as we can tell): 

Larry Hobart 

1993: transfer to Tom Graff 

July 1999: transfer to Robert Thompson 

November 2001: transfer to Jeffrey Sharp 

November 2002: transfer back to Larry Hobart 

Year (?): transfer to Ruie Fields 
2003: Compliance Case (C-0131-03) Building room in garage in rear 
2004: Building Permit (B-0673-04) To replace exterior wall studs, relocate shower/tub (Expired) 
2004: Building Permit (B-0727-04) Replace 45 ft sewer 
2004: Compliance Case (C-0008-04) Car jumper cables running from one breaker box to another. 
 
June 2004: Window changed in Bottom of East side (side facing 630 SW 3rd).(Window #24) 
Front window is not changed yet at this point, so front window change probably happened in Robert 
Tomayo's possession. 
 
June 2004: transfer to Robert Tomayo 
 
2008 (notes from Public Works' staff): Upstairs unit used to be 2 separate areas but had been remodeled 
into one dwelling unit. (No permits) 
 
2008: We have a picture taken of garages behind 640 that show the aluminum slider window (#18) in 
back had been installed sometime prior to this date (2008). 
 
October 2009: transfer back to Larry Hobart 
 
2010: Fire Department did an “arson risk inspection” on properties that were known to be vacant and 
dilapidated. 
 
June 2011: purchased by Kevin Ostby: 
We bought it because the owner/tenant situation of this building caused continuous police action. The 
condition of the house itself and the “trash dump” in the backyard made it extremely difficult for us to 
market/sell our newly remodeled buildings on the same block. 

ATTACHMENT B
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Historic Review of Exterior Alteration and Substitute Materials 
640 3rd Street SW, Albany, OR 97321 

 

 

 

When we purchased this 3-plex in 2011, it was not in a livable condition. Despite this, there 
had been inhabitants over the years that have done more damage to this structure, and vagrants 
continually breaking in. 
 
Prior owners have replaced all but possibly 1 window. 
 
Enclosed are some pictures of what it looked like when we purchased it: 
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Historic Review of Exterior Alteration and Substitute Materials 
640 3rd Street SW, Albany, OR 97321 

 

 

 

 
This is the window we found inside the building and put up temporarily as per information 
regarding the open compliance case. (window #15). (Compliance Case on Page 29) 
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Historic Review of Exterior Alteration and Substitute Materials 
640 3rd Street SW, Albany, OR 97321 
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This building has been added to the special status list as a 3 unit structure. 
 

 

I have met with the building department with my plans and have approval to totally remodel 
this 3-plex. 
 
A general idea of everything we propose to do: 

 

 

  All permits will be pulled prior to starting. 
 

 

  Upstairs is a 3 bedroom, 1.5 bath unit. There are two 1 bedroom apartments below. 
 

 

  All units will have new plumbing, wiring, framing, insulation, and HVAC. 
 

 

  A fire sprinkler system will be installed throughout, per building department requirement 
 

 

  All doors will need to be replaced 
 

 

  Add one 36” door to the back of the building 
 

 

  All windows will need to be replaced 
 

 

  All window trim and decorative window headers and window sills will be repaired or 
replaced as needed. 
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Doors: *Please see details for each door enclosed. 
Replace all existing exterior damaged doors with painted steal doors as described below. 
 
Add one 36 inch rear door in the back of the building for the east apartment that will duplicate the one 
on the west apartment. (In the back of the building). 
 
Repair or replace damaged 1 x 5 wood trim. 

 
 

 
 

½ Lite, 2 Panel Painted Exterior Door 
2 Front Doors 
Door #3 = 36” 
Door #4 = 32” 

6 Panel Painted Exterior Door 
West Side (Door #11) = 32” 
2 Back Doors (#19 & #20) = 36” 

 
 
 
 
 

Meets Exterior Alteration Criteria: 
1a. There is no change in historic character, appearance or material composition from the existing 

structure. 
 

 

Door $19 # 20: 
1c. The proposed alteration is not visible from the street. 
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Windows: *Please see details for each window enclosed. 
The windows installed by previous owners are an assortment of different colored, mostly vinyl 
horizontal sliding windows and/or divided lights, none of which is period looking for this structure. 
They were installed extremely haphazard with no thought to their exterior elevations or look of the 
structure's exterior. As far as we can tell, most of these windows were installed sometime between 
2002 – 2004. 
 
I propose to remove and/or replace all the windows. 

1. Install all period looking vinyl single hung windows. 
a) Top windows to match size of window #7 (36 x 60) 

  36 x 60 full window opening size including the frame/jam. 
b) Bottom windows to match approximate size of window #10 (36 x 42) (possibly one of 

original windows). 
  36 x 42 full window opening size including the frame/jam. 

2. Trim all with wood 1 x 5 
3. Install a window sill using a 2 x 4 slanted downward. This will extend past the width of the 

windows. (See window #8 and #10). 
4. All upper windows, I will replicate the existing decorative window header above 

(see window #7) 
5. All upper bedroom windows will meet egress guidelines as per the building department's 

requirements. 

 
Meets Exterior Alteration Criteria: 
1b. The proposed alteration materially duplicates the affected exterior building features as 
determined from an early photograph. 

 

And 
 

2a. The proposed alteration will cause the structure to more closely approximate the historical 
character, appearance, or material composition of the original structure than the existing structure. 

 

And 
 

2b. The proposed alteration is compatible with the historic characteristics of the area and with the 
existing structure in massing, size, scale, materials, and architectural features. 

 

Some of the alterations will also meet criteria: 
1c. The proposed alteration is not visible from the street. 
(Window numbers: 16, 17, 18, 19, 21, and 22) 
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Windows (continued): 
 

 
 
 

Meets all Substitute Materials Criteria: 
7.20: The only window left that might be considered “original” is window number 10, which is cracked 
and deteriorated beyond repair. 
 
Since we have to replace almost every window, finding materials that would match the original 
windows is cost prohibitive. (See Estimates for wood and vinyl windows on back pages) 
As we didn't have an exact count of windows needed at the time of the estimates, the estimates do 
not reflect exact counts. 
 
Wood Windows = $6,490.68 
 
Vinyl Windows = $1,891.68 (added 3 windows to bid to match wood window bid) 
 
7.21: 
1. What we are proposing will approximate the historic windows and door trim rather than the existing 
windows. 
 
2. The windows and trim will be installed in a manner that maximizes the ability of a future property 
owner to remove the substitute material. 
 
3. The proposed material will be in a color appropriate to the age and style of the house, and 
surrounding area. The material will not be grained to resemble wood. 
 
4. Some of the decorative/character defining features of the building have already been damaged or 
destroyed. We will use (the ones that are still there) or replace the missing decorative window headers 
over the windows and doors. 
 
5. We are not covering any windows or trim. We will fix/use what we can of the existing trim. Any 
trim we need to replace will be replaced with wood. 
 
6. Substitute siding or trim will not be applied over historic brick, stone, stucco, or other masonry 
surfaces. 
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Close up of Window #8 

 
 
 
 
 
 
 
 

 
Close up of Window #10 
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Siding: 
Front section of structure under porch has half round (log type) siding that was installed illegally by 
a previous owner. Other areas of structure are missing siding and/or deteriorated beyond repair. 

We propose to replace the half round (log type) siding under the porch on the front of the structure. 

We will also replace and repair siding as needed where siding is deteriorated and where windows 
will be changed. 
 
We will use new wood siding that is manufactured to match the profile of the original siding. 

 
 
 

 
Meets Exterior Alteration Criteria: 
1b. The proposed alteration materially duplicates the affected exterior building features as 
determined from an early photograph. 
 
And 
 
2a. The proposed alteration will cause the structure to more closely approximate the historical 
character, appearance, or material composition of the original structure than the existing structure. 
 
And 
 
2b. The proposed alteration is compatible with the historic characteristics of the area and with the 
existing structure in massing, size, scale, materials, and architectural features. 
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Porches: 
Front Porch: 
Currently, there are 5 different kinds of slats on porch rail and the stair handrail. I propose to: 

1. Rebuild the Porch railing to match existing height 
a) All wood materials 
b) 1.5” slats no more than 4” apart. 
c) 2x4 top and bottom rail 

2. Rebuild the Stair rail to 36 inches 
a) All wood materials 
b) 1.5” slats no more than 4” apart. 
c) 2x4 hand rail with graspable bar installed on the right hand side at 36 inches. 
d) 4x4 front posts 

3. Porch Steps 
a) A solid riser will be added between all the treads 

 
 
 

 

 
 
Meets Exterior Alteration Criteria: 
1b. The proposed alteration materially duplicates the affected exterior building features as 
determined from an early photograph. 
 
And 
 
2a. The proposed alteration will cause the structure to more closely approximate the historical 
character, appearance, or material composition of the original structure than the existing structure. 
 
And 
 
2b. The proposed alteration is compatible with the historic characteristics of the area and with the 
existing structure in massing, size, scale, materials, and architectural features. 
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Back Porch: 

 

Current Back Porch 

 

 
Rebuild Porch Steps: 
 

1. Widen to approx 5.5' wide (starting on the right side at 
the same place and attaching the left side to the structure) 
 

2. Porch railing and stair railing to match front porch 
 

a. 1.5” wood slats on porch rail and hand rail 

(no more than 4” apart) 

b. 2x4 top rail with graspable bar inside. 
 

c. 4x4 posts at end 
 

d. A solid riser will be added between all the steps 

 
 
 
 
 
 
 
 
 

 

Current Back Porch (facing road) 

 

 
 
 
 
 
 
 
 

The portion of the back porch facing the road is 
currently enclosed with wood siding. 

 

I propose to keep this enclosed, but repair/replace wood 
siding as needed all the way to the bottom. 

 

(as described on Page 11) 
 

Will also install corner board to match existing (front of 
structure). 
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At time of inventory 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Current 
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3 

2 
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1 

2 

4 

3 
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Example of decorative window header currently on building: 

 

 
 

Details for windows and doors: 
 

1. Window: Front: East side of front door. (top) Living Room 
Current window is a white 72 x 60 vinyl slider 
Changed sometime between 2004 – 2009 
We think original was a 36 x 60 wood single hung. 
Opening will be modified to 36 x 60. 
Replace window with a white 36 x 60 vinyl single hung egress window. 
Replace trim with 1 x 5 wood around and replicate the original decorative window header above 
window.(see picture above from window #7). 
Add window sill as described on Page 8 
Meets Exterior Alteration Criteria: 1b, 2a, and 2b 
Meets All Substitute Material Criteria. 
 
2. Window: Front: West side of front door. (top)  Bedroom 
Current window is a white 36 x 60 vinyl slider with divided lights. 
Changed sometime between 2004 - 2009 
We think original was a 36 x 60 wood single hung. 
Existing opening will be retained and used. 
Replace window with a white 36 x 60 vinyl single hung egress window. 
Replace trim with 1 x 5 wood around and replicate the original decorative window header above 
window. 
Add window sill as described on Page 8 
Meets Exterior Alteration Criteria: 1b, 2a, and 2b 
Meets All Substitute Material Criteria. 
 
3. Door: Front door: 
Current door is a 36” door. 
Replace existing damaged exterior door with a 36 inch ½ lite, 2 panel, painted exterior door. 
This door design is appropriate for the age and style of the structure. 
Replace trim with 1 x 5 wood around and replicate the original decorative door header above door. 
Meets Exterior Alteration Criteria 1a. 
 
4. Door: Entry door to downstairs unit:  Living Room 
Current door is a 32” door. 
Replace existing damaged exterior door with a 32 inch ½ lite, 2 panel, painted exterior door. 
Replace trim with 1 x 5 wood around. 
It is the existing front entry door. 
Meets Exterior Alteration Criteria 1a. 
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At time of inventory 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Current 
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5. Window: Front half of West side. (top) Bedroom 
Current window is a white 36 x 36 vinyl slider 
We don't know when it was changed. 
The original window was possibly a 36 x 42? wood fixed window. 
Widen opening to 36 x 60. 
Replace window with a white 36 x 60 vinyl single hung egress window lined up over door below. 
Replace trim with 1 x 5 wood around and replicate the original decorative window header above 
window. 
Add window sill as described on Page 8 
Meets Exterior Alteration Criteria: 1b, 2a, and 2b. 
Meets All Substitute Material Criteria. 

 

 

6. Window: Front half of West side. (top) 
Current window is a white 42 x 48 vinyl single hung. 
We don't know when it was changed. 
Original window was possibly a 24 x 48? wood single hung.... added after building was built. 
Remove window completely and replace siding with matching wood siding. 
Meets Exterior Alteration Criteria: 2b. 

 

 

7. Window: Front half of West side. (top) Bedroom 
Current window is a white 36 x 60 vinyl single hung. 
We don't know when it was changed. 
The original window was possibly a 36 x 60 wood single hung. 
Keep existing window, trim and header above. 
*Replicate other window trims and header to match this one. 
Add window sill as described on Page 8 
Meets Exterior Alteration Criteria: 1b, 2a, and 2b. 
Meets All Substitute Material Criteria. 

 

 

8. Window: Front half of West side. (bottom) Kitchen 
Current window is a white 31 x 28 wood fixed window. 
We don't know if this window was original or when it was installed. 
Remove window completely and replace siding with matching wood siding. 
Meets Exterior Alteration Criteria: 2b. 

 

 

9. Window: Front half of West side. (bottom) 
When we bought this building, there was a broken and rotted white 34 x 36 wood single hung window in this 
space. We removed the broken/rotted window and boarded this space to secure the building. 
We don't think the window was original, but it was possibly installed when building converted to 4 units? 
Replace siding with matching wood siding. 
Meets Exterior Alteration Criteria: 1b, 2a, and 2b. 

 

 

10. Window: Front half of West side. (bottom) Living Room 
Current window is a white 36 x 42 wood single hung window. 
This window is cracked and deteriorated beyond repair. 
We don't think this window was original, but it was probably put in when building converted to 4 units. 
Remove window completely and replace siding with matching wood siding. 
We don't know if it's been changed since it was installed. 
Meets Exterior Alteration Criteria: 2b. Page 17 
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Current 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
With proposed changes 

 

 
 

11. Door: Front half of West side. (bottom) Living Room 
Current door is a 32” door. 
Replace existing damaged exterior door with a 32 inch 6-panel painted exterior door. 
Lined up below window above. 
Replace trim with 1 x 5 wood around. 
Meets Exterior Alteration Criteria 1a. 
 
12. Window: Front half of West side. (bottom) Living Room 
Add white 36 x 42 vinyl single hung window, 1x5 wood trim around and a slanted wood 2x4 
window sill. 
Meets Exterior Alteration Criteria: 2b. 
Meets all Substitute Material Criteria. 

11 ‐ Door 

5

11 ‐ Door 

7 
2 

12 
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At time of inventory 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Current 
 

 

With proposed changes 
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13. Window: Back half of West side. (top) 
Current window is a 48 x 48 vinyl slider 
We don't know when it was installed. 
The original window was possibly a 36 x 60 wood single hung. 
Remove window completely and replace siding with matching wood siding. 
Meets Exterior Alteration Criteria: 1b, 2a, and 2b. 

 

 
 

14. Window: Back half of West side. (top) Bedroom 
Current window is an almond colored 36 x 48 vinyl single hung. 
We don't know when it was installed. 
The original window was possibly a 36 x 48 wood single hung... added after building was built. 
Widen opening to 36 x 60 and move to the left approximately 2 feet (to be aligned with window 
#15 below) 
Replace window with a building department required white 36 x 60 vinyl single hung egress window. 
Replace trim with 1 x 5 wood around and replicate the original decorative window header above 
window.(see window #7). 
Add window sill as described on Page 8 
Meets Exterior Alteration Criteria: 1b, 2a, and 2b. 
Meets All Substitute Material Criteria. 

 

 
 

15. Window: Back half of West side. (bottom)  Bedroom 
Current window is a white 40 x 30 vinyl slider. 
Prior “window” was not a window. It was a broken and deteriorated frame with 4 exterior hinges 
(See picture below). 
Move window to the right so it is underneath the new placement of the window above (#14) 
Modify opening and replace window with a white 36 x 42 vinyl single hung window. 
This window does not need to meet egress standards because there is an exterior door in this bedroom. 
Replace trim with wood 1x5 around and the window sill as described on Page 8 
Meets Exterior Alteration Criteria: 1c, 2a, and 2b. 
Meets All Substitute Material Criteria. 

 

 
“Window” (#15) at the time we purchased in 2011 

15
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Current 

 
 

 

With proposed changes 
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16. Window: Back of building (top) 
Current window is a 12 x 31 vinyl single hung. 
We don't know what the original window was or even if there was one here. 
We don't know when this current one was installed/changed. 
Remove window completely and replace siding with matching wood siding. 
Meets Exterior Alteration Criteria: 1c, 2a, and 2b. 
 
17. Window: Back of building (top)  Bedroom 
Current window is an 34.5 x 41.5 vinyl casement. 
We don't know what the original window was or even if there was one here. 
We don't know when this current one was installed/changed. 
Widen opening to 36 x 60 and move to the left so it's placed above door below (#20) 
Replace window with a building department required white 36 x 60 vinyl single hung egress window. 
Replace trim with 1 x 5 wood around and replicate the original decorative window header above 
window. 
Add window sill as described on Page 8 
Meets Exterior Alteration Criteria: 1c, 2a, and 2b. 
Meets All Substitute Material Criteria. 
 
18. Window: Back of building (top) Bath: Shower 
Current window is a 46.5 x 22.5 aluminum slider. 
We don't know what the original window was or even if there was one here. 
This window was installed/changed sometime prior to 2008. 
Remove window completely and replace siding with matching wood siding. 
Meets Exterior Alteration Criteria: 1c, 2a, and 2b. 
 
19. Window: Back of building (bottom)  Bedroom 
Current window is 30 x 27 wood fixed window with 1 pane on top and 2 on the bottom. 
We don't know what the original window was or even if there was one here. 
We don't know when this current window was installed/changed. 
Opening will be modified to fit a 36 inch door. 
Replace window with a 36 inch 6-panel painted exterior door. 
Replace trim with 1 x 5 wood around. 
This door and the window above (#18) will be aligned. 
This will be emergency egress door for a bedroom. 
Meets Exterior Alteration Criteria: 1c, 2a, and 2b. 
 
20. Door: Back of building (bottom) Bedroom 
Current door is 36 inch. 
Replace existing damaged exterior door with a 36 inch 6-panel painted exterior door. 
Replace trim with 1 x 5 wood around. 
This door and the window above (#17) will be aligned. 
This will be emergency egress doors for a bedroom. 
Meets Exterior Alteration Criteria: 1a. And 1c. 
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Current 

 
 

 

With proposed changes 
 
 
 
 
 
 
 
21. Window: East side rear (top) 
Current window is a 36 x 42 vinyl slider. 
We don't know when this current one was installed/changed. 
We assume the original was a 36 x 60 wood single hung? 
Remove window completely and replace siding with matching wood siding. 
Meets Exterior Alteration Criteria: 1c, 2a, and 2b. 

21
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Current 

 

 

 

With proposed changes (with the fence so close to the building, we 
couldn't get a good picture to be able to show the window with the correct perspective). 

 
 
 

22. Window: East side rear (bottom)  Bedroom 
No window currently there. 
Create 36 x 42 opening and add white 36 x 42 single hung window to meet building code 
requirement R303.1  (R303.1: Light Ventilation and Heating) 
This window does not need to meet egress standards because there is an exterior door in this 
bedroom. 
Will match style and size of the smaller windows on the bottom of the west side. 
Replace trim with wood 1x5 around and the window sill as described on Page 7 
Meets Exterior Alteration Criteria: 1c and 2b. 
Meets All Substitute Material Criteria. 

22
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At time of inventory 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
Current 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

With proposed changes 
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23 

24 

24 
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23. Window: East side front (top) 
Original window was possibly a 36 x 60 wood single hung. 
There is currently no window. 
We don't know when this change took place. 
No plans to change what is currently there. 

 
 
 
 
24. Window: East side front (top)  Living Room 
Current opening is a 72 x 60 with a vinyl slider window on one side and a vinyl half slider on the other. 
This window was changed sometime after June 2004. 
Original window was possibly a 36 x 42? wood fixed window. 
Opening will be modified to 36 x 60. 
Replace window with a white 36 x 60 vinyl single hung egress window. 
Replace trim with 1 x 5 wood around and replicate the original decorative window header above 
window.(see picture above from window #7). 
Add window sill as described on Page 8 
* Will match the window (#1) around the corner on the front side of the building. 
Meets Exterior Alteration Criteria: 1b, 2a, and 2b. 
Meets All Substitute Material Criteria. 
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Sometime prior to 1997 

 

Current 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

With proposed changes 

25 

25
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25. Window: East side front (bottom) Living Room 
Current window is an 80 x 46 wood fixed with divided lights painted blue and green. 
This window was changed sometime prior to June 2004. 
The window prior to the current window was possibly a 36 x 48 wood single hung. 
Opening will be modified to 36 x 42. 
Replace window with a white 36 x 42 vinyl single hung window. 
Replace trim with 1 x 5 wood around 
Add window sill as described on Page 8 
Meets Exterior Alteration Criteria: 1b, 2a, and 2b. 
Meets All Substitute Material Criteria. 
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Open Compliance Case CC-0045-12: 
1. The RV in the back yard has been removed. 
 
2. Exterior changes without permits: 

As you can see, there have been many alterations to this structure without permits by previous 
owners/occupants. The only two “alterations” we were involved in (therefore know details about) are: 
 

A. People were breaking in through this broken window and rotted frame. We took the window 
out and boarded it up soon after we purchased the building in 2011. (Window #9) 

 
 
 
 
 
 
 

B. “Window” at the time we purchased was not a window.  It was a broken and deteriorated 
frame with 4 exterior hinges (See picture below). Soon after we purchased the building in 2011, 
we replaced this opening with a window that was just sitting inside the building. It was a temporary 
fix to keep vandals out. 

(Window #15) 
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640 3rd SW, Albany, OR (Historic Review HI-07-16 and HI-08-16) 
 
 

Contract - Detailed 
 

Pella Window and Door Showroom of Woodinville 

 
   

 
Sales Rep Name:   Griffin, Eli 

15000 Woodinville - Redmond Road NE Suite 500 Sales Rep Phone: (425) 492-2300 
Woodinville, WA 98072 
Phone: (425) 455-5550 

Sales Rep Fax: (425) 492-2276 
Fax: Sales Rep E-Mail:  griffinej@pella.com 

 
 

Customer Information Project/Delivery Address Order Information 
 
 
 
 
, 
Primary Phone: 
Mobile Phone: 
Fax Number: 
E-Mail: 
Contact Name: 

 
Great Plains #: 
Customer Number: 
Customer Account: 

Kevin Ostby Albany Oregon Building 
 
 
 

Lot # 
, 
County: 
Owner Name: 

 
Owner Phone: 

Quote Name: Kevin Ostby Albany Oregon Building 

Order Number: 395 
Quote Number: 8050816 
Order Type: Non-Installed Sales 
Wall Depth: 
Payment Terms: 
Tax Code: 
Cust Delivery Date: None 
Quoted Date: 7/12/2016 
Contracted Date: 
Booked Date: 
Customer PO #: 

Line # 
10 

Location: 
None Assigned 

 
 

Architect, Single Hung, 36 X 60 

Attributes  
 

Qty 

8 
 
 
 
 
 
 
 

Viewed From Exterior 

 
 
 
PK # 
798 

1: Non-Standard SizeNon-Standard Size Single Hung, Equal 
Frame Size: 36 X 60 
General Information:  Standard, Luxury, Wood, Pine, 4 3/8", 4 3/16" 
Exterior Color / Finish: Primed, Primed Wood 
Interior Color / Finish: Unfinished Interior 
Sash / Panel: Standard 
Glass: Insulated Dual Low-E Advanced Low-E Insulating Glass Argon Non High Altitude 
Hardware Options: Cam-Action Lock, Champagne, Limited Opening Hardware, Order Sash Lift 
Screen: Half Screen, Eldridge Gray, InView™ 
Grille: No Grille, 
Wrapping Information: No Exterior Trim, No Interior Trim, 4 3/16", 4 3/8", Factory Applied, Pella Recommended Clearance, Perimeter Length = 192", 
Glazing Pressure = 75. 

 
 

Rough Opening: 36 - 3/4" X 60 - 3/4" 
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Customer: 
 

Line # 

 
 
Location: 

Project Name:  Kevin Ostby Albany Oregon Building 
 

Attributes 

Order Number:  395 Quote Number: 8050816 

15 None Assigned  

Architect, Single Hung, 36 X 42 
 

Qty 

5 
 
 
 
 
 
 
 

Viewed From Exterior 

 
 
 
PK # 
798 

1: Non-Standard SizeNon-Standard Size Single Hung, Equal 
Frame Size: 36 X 42 
General Information:  Standard, Luxury, Wood, Pine, 4 3/8", 4 3/16" 
Exterior Color / Finish: Primed, Primed Wood 
Interior Color / Finish: Unfinished Interior 
Sash / Panel: Standard 
Glass: Insulated Dual Low-E Advanced Low-E Insulating Glass Argon Non High Altitude 
Hardware Options: Cam-Action Lock, Champagne, Limited Opening Hardware, Order Sash Lift 
Screen: Half Screen, Eldridge Gray, InView™ 
Grille: No Grille, 

Wrapping Information: No Exterior Trim, No Interior Trim, 4 3/16", 4 3/8", Factory Applied, Pella Recommended Clearance, Perimeter Length = 156", 
Glazing Pressure = 100. 

 
 

Rough Opening: 36 - 3/4" X 42 - 3/4" 
 

Line # 
20 

Location: Attributes 
None Assigned ADDPRRPORM010003 - Delivery Zone3 (Redmond 50Mile Radius) 

 
 

Qty 

1 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

For more information regarding the finishing, maintenance, service and warranty of all Pella® products, visit the Pella® website at www.pella.com 
Printed on    7/12/2016 Contract - Detailed Page 2   of 5 
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Order Totals 
Taxable Subtotal $6,490.68 
Sales Tax @  0% $0.00 
 
Non-taxable Subtotal 

 
$0.00 

Total $6,490.68 
Deposit Received 
Amount Due $6,490.68 
 

Customer: Project Name:  Kevin Ostby Albany Oregon Building Order Number:  395 Quote Number: 8050816 

Project Checklist has been reviewed Note: These totals DO NOT include tax 

Customer Name (Please print) Pella Sales Rep Name (Please print) 

Customer Signature Pella Sales Rep Signature 

Date Date 

Credit Card Approval Signature 

ATTACHMENT C



DISCOUNT     WINDOWS 
1621 1/2 JUNIPER ST 

JUNCTION CITY, OR 97448 
Phone 541-998-8984 
Fax 541-998-3078 

 
 
 
 
 
 
 
 

QUOTE - QT000269 
 
 
 
Bid For: 

Job Name: Kevin Ostby 
(Business Address) 

 
 
Ship To Address: 

Cash Sale 
 
 
 

Line Qty Description Each Total 
1 6 9200-SINGLE HUNG  

 
Window Sizing: WINPRO SERIES 

3050 (36" x 60" RO) 
Color: WHT 
Glass Options: EC LOW-E 

ARGON 

Frame Options: * 2 3/4" NAIL FIN (NEW) 
Hardware Opts: CAM LOCK 

DBL LATCH 

Perform. Data: U-VALUE=0.3 
SHGC=0.3 
VLT=0.58 
STC=26 

154.66 927.96 

 
 
 

2 4 9200-SINGLE HUNG  
 

Window Sizing: WINPRO SERIES 

3036 (36" x 42" RO) 
Color: WHT 
Glass Options: EC LOW-E 

ARGON 

Frame Options: * 2 3/4" NAIL FIN (NEW) 
Hardware Opts: CAM LOCK 

DBL LATCH 

Perform. Data: U-VALUE=0.3 
SHGC=0.3 
VLT=0.58 
STC=26 

130.87 523.48 

 
 
 
 
 
 

Total Material +   Labor +  Delivery + 0% Tax: = Sub Total 
1,451.44 0.00 0.00 0.00 1,451.44 

 

Less Deposit 
Balance Due: 

0.00 
$ 1,451.44 

 
 
 
 
 
 

Bid By: Ver: 7.01.0195 Page 1 of 1 Bid Dated: 7/15/2016 
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OREGON INVENTORY OF HISTORIC PROPERTIES

HISTORIC RESOURCE SURVEY- ALBANY

HISTORIC DISTRICT

COUNTY:  Linn

HISTORIC NAME:   None ORIGINAL USE:   Residence

COMMON NAME:   None CURRENT USE:    Residence

ADDRESS: 640 3rd Ave. SW CONDITION:   Poor

ADDITIONAL ADDRESS:    NONE INTEGRITY:   Fair MOVED?   N

CITY:  Albany DATE OF CONSTRUCTION:    c. 1890

OWNER: Thomas Graff/ Lawrence Hobart THEME 19th Century Architecture

CATAGORY: Building STYLE:   Italianate Cottage

LOCATION Monteith Historic District ARCHITECT UNKNOWN

MAP NO:   1I SO4W 12AA TAX LOT:   00800 BUILDER:   UNKNOWN

BLOCK:  24 LOT 1 QUADRANGLE Albany ASSESSMENT:    Y 1994

ADDITION NAME:    Original Platt ORIGINAL RATING:   Secondary

PIN NO:   1 1 SO4W 12AA00800 ZONING HD CURRENT RATING:    Historic Contributing

PLAN TYPE/SHAPE:   Rectangle NO. OF STORIES:    1

FOUNDATION MAT.:  Concrete BASEMENT Y

ROOF FORM/MAT.:    Hipped PORCH:  Hipped

STRUCTURAL FRAMING:  Balloon

PRIMARY WINDOW TYPE:      1/ 1 double hung

EXTERIOR SURFACING MATERIALS:     Shiplap

DECORATIVE FEATURES:

Turned porch colunms, jigsaw cut brackets.

EXTERIOR ALTERATIONS/ ADDITIONS:

Apartment added in basement, W. side of porch enclosed c. 1940

NOTEWORTHY LANDSCAPE FEATURES:

None

ADDITIONAL INFO:

Twin of 630 3rd Ave. SW

INTERIOR FEATURES:

None

LOCAL INVENTORY NO.:   M.012 SHPO INVENTORY NO.:   None

CASE FILE NUMBER: None
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APPROVED:  DRAFT 

CITY OF ALBANY 
LANDMARKS ADVISORY COMMISSION 

Municipal Court Chambers 
333 Broadalbin Street 

Wednesday, August 3, 2016 
6:00 p.m. 

MINUTES 

Commissioners Present: David Abarr, Keith Kolkow, Cathy LeSuer, Larry Preston, Bill Ryals, 
Jolene Thomson 

Commissioners Absent:  Kerry McQuillin (excused) 

Staff Present: Bob Richardson, Planning Manager; Shawna Adams, Planner I; Rachel 
Kutschera, Administrative Assistant I. 

CALL TO ORDER 

Chair Ryals called the meeting to order at 6:00 p.m. 

PUBLIC COMMENT 

Jim Jansen, 804 Broadalbin St. SW.  Mr. Jansen said that the historic house on 727 Ellsworth Street still 
has air conditioning units visible from the street and he believes those alterations haven’t gone through 
review.  Richardson said staff is aware and there is an open compliance case being investigated.  Adams 
said a stop-work order has been issued and additional actions will be taken, but the ownership status is 
uncertain.  Discussion followed. 

QUASI-JUDICIAL PUBLIC HEARING - HI-10-16; Historic Review of Exterior Alterations 

Ryals opened the public hearing at 6:04 p.m. 

Declarations by the Commission: 

Conflicts of Interest:  Preston said he potentially had a conflict based on interactions with the applicant 
before the meeting.  

Ex Parte Contact:  Preston made a site visit and spoke with the applicant. 
Site Visit:  Preston visited the site; Thompson has viewed the home several times in the last 

few years; LeSuer and Kolkow drove by. 
Abstain:   Preston recused himself from the hearing based on potential conflict of interest. 
Challenges:   None 
 
Staff Report: 

Planner Shawna Adams provided a verbal summary of the case.  Staff-proposed conditions of approval 
were included for the Commission’s consideration (see Agenda Packet). 
 
Questions from the Commission:  None 



Albany Landmarks Commission 
August 3, 2016 
Page 2 of 3 
 
Applicant Testimony:  

Mike Tingue, 321 9th Avenue SW. Mr. Tingue said the windows are in addition to bedrooms and a 
bathroom in the formerly raw attic.  They have worked closely with the City to meet all requirements and 
permits. 

Testimony in Favor:      
 
Jeff Blackford, 804 Broadalbin.  Mr. Blackford recommended that the LAC move forward with approving 
the proposal and he believes it does not detract from the character of the house, adds value, and is 
important for safety. 
 
Testimony in Opposition: None 
Neutral Testimony:      None 
Rebuttal Testimony:      None 
Staff Response:                 None 
Procedural Questions:       None 
 
Ryals closed the hearing at 6:13 p.m. 

Discussion and Decision:  

The Commission thanked the applicant for his application and moving through the process according to 
the Code. 

MOTION: Commissioner Thompson moved to approve the land use application as conditioned in the 
staff report.  Commissioner Kolkow seconded.  A vote was taken and the motion passed 6-0. 

OTHER BUSINESS 

Richardson said there is a Planning Commissioner training scheduled that would also benefit the LAC.  
The training is on September 29, 1:00 – 4:30 p.m. in Salem.  Any interested commissioners should let 
him know. 

Adams updated the LAC regarding land use planning law updates related to Planning Goal 5.  The 
timeline is short and the Land Conservation and Development Commission is providing opportunity for 
input through October, 2016.  Rule changes are not expected to significantly affect the City of Albany, 
but Adams will keep the LAC informed.  Discussion followed. 

APPROVAL OF MINUTES 

Kolkow moved to approve July 6, 2016, minutes as stated.  Thompson seconded.  A vote was taken and 
the motion passed 6-0. 



Albany Landmarks Commission 
August 3, 2016 
Page 3 of 3 
 
NEXT MEETING DATE 

To be determined 

ADJOURNMENT 

There being no other business, the meeting was adjourned at 6:31 p.m. 

Respectfully submitted, Reviewed by, 
 
  
 
Rachel Kutschera Shawna Adams 
Administrative Assistant I Planner I 
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